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Introduction

This manual contains detailed instructions and notes on the operation and use of this machine. For
your safety and benefit, read this manual carefully before using the machine. Keep this manual in a
handy place for quick reference.

Legal Prohibition

Do not copy or print any item for which reproduction is prohibited by law.

Copying or printing the following items is generally prohibited by local law:

bank notes, revenue stamps, bonds, stock certificates, bank drafts, checks, passports, driver’s
licenses.

The preceding list is meant as a guide only and is not inclusive. We assume no responsibility
for its completeness or accuracy. If you have any questions concerning the legality of copying
or printing certain items, consult with your legal advisor.

Trademarks
e Microsoft, Windows, and Windows Vista are either registered trademarks or trademarks of

Microsoft Corporation in the United States and/or other countries.
All other trademarks are the property of their respective owners.

PLEASE NOTE

Contents of this manual are subject to change without prior notice.

Some illustrations in this manual might be slightly different from the machine.

Certain options might not be available in some countries. For details, please contact your local

dealer.




Pictorial Symbols and Other Notations Used in This Manual

In this manual, important items are described using symbols. Please be sure to read the
descriptions marked with the followings. Each symbol and notation means as below.

IMPORTANT : Introduces instructions for correct operation of the device.
If these instructions are ignored, the device may not be able to operate at
optimum performance or may break down.

REFERENCE : Introduces information that is useful for operation and maintenance of the
device, or information about the device’s performance, etc.

an

Continue Page.... : Indicates that the description of the operating sequence is continued on the
next page.
(“xxxx"— see p. xx) : Indicates the page number and item containing related information.



Installation

The following chapters describe the installation procedure. Connect the device to the network as
appropriate to your environment. Your printer can be used as a network printer. Refer to the related
chapters to proceed the installation.

Basic Setting (recommended)

Connecting | Connecting to the printer and network. Chap.1

Setup 1 Installing the printer driver. Chap.2

Easy setup using Quick Setup

Setup 2 Installing the FS-Print Chap.3

Adding a printer port

Setup 3 Installing the FS-Monitor. Chap .4

Setup Utility

Use the setup utility below as appropriate to your environment.

Quick Setup Initial Setup of the device (recommended). Chap.3
Setup tool
Advanced Setup | Detailed Setup, setting change and managing. Chap.6
Printer driver Installing the printer driver. Chap.2
e, FS-Print Installing the print client software Chap.3
Installation ghep - p.
FS-Monitor Installation the pop-up status monitor. Chap .4




Installation and Setup (for administrators)

The following chapters describe installation and setup procedure.

Connecting | Connecting to the printer and network. Chap.1
Setup 1 Setting the printer. Chap.5
Setup 2 Installing the FS-Monitor. Chap .4

Setup (for clients)
The following chapters describe installation and setup procedure.
Setup 1 Installing the printer driver. Chap.2
Setup 2 Setting the printer. Chap.5
Setup 3 Installing the FS-Monitor. Chap .4
Advanced Setup/Setting Change/Managing
The following chapter describes advanced setup/setting change/AdminManager.
Setting up with AdminManager
Functions Chap.6

Setting up with Web browser.
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- Chapter 1

1

Before Use

This chapter describes system requirements, overview of this device and
connecting procedures.
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Printer Unit (NIC) Type D1 l

CPart Names and Their Functions)

5| |hd
wW

No. NAME FUNCTIONS
Accepts the network cable.(10BASE-T/100BASE-TX/1000BASE-T
1 |Network port auto recognition) *category 5 or above for 100BASE-TX. category 5e
or above for 1000BASE-T.
2 |POWER LED Lights up when the power is turned on. (yellow)
Indicates transmission status of network port.
During transmission
3 |HINKLED 1OB§SE-T: Lights up. (orange) / 100BASE-TX: Lights up. (orange) /
1000BASE-T: Lights up. (green)
4 |Reset button Resets the device to factory default.




Setup Software l

The following describes the setup software, which contains setup tools, general utility and the
manual. This can be used in Windows.

/

* If you are using Windows 8 or later version:
when you run the installer that has been
downloaded from the Website, a Windows
SmartScreen message may appear. WWhen -
you obtain the installer from a reliable supplier,
confirm [App:] and [Publisher:], and then click
[Run anyway].

\_ /

—
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o Turn the computer ON to start the Windows.

8 Insert the CD-ROM that came with this product into CD Drive (D:) DriverSetup
your computer's CD-ROM drive.
[Tap to choose what happens with this disc.]
appears in the upper right part of the screen. Click

the message.

REFERENCE

* If you are using Windows 7 or earlier version, this message screen does not appear. Go
to the next step.

» This message will disappear automatically after a certain period of time. In this case,
open the drive where the CD-ROM is located from [Computer], then execute [Setup.exe].

9 Click [Setup.exe].
REFERENCE

* If the [AutoPlay] screen does not appear, open
the drive where the CD-ROM is located from . )
[Computer], then execute [Setup.exe]. CD Drive (D) DriverSetup

Choose what to do with this disc.

Install or run program from your media

@ Run Setup.exe
: Published by Duplo Seiko Corporation

Other choices
Open folder to view files
File Explorer

. Take no action

@ The main menu screen appears.



Setup Software

CMain Menu)

The following is the first screen. Select setup tools contained in this disk from this screen.

@) Printer Driver Setup Utility

Printer Driver Setup ]

Operating Instructions > Printer Driver Install

The operating instruction of this printer driver Install the printer driver for Digital Duplicator.
is included in the PDF format. To view a PDF
file, 2 PDF viewer need to be installed.

Print Server Setup > Utility >

Set up the required settings to use the Digital Install the utility for Digital Duplicator.
Duplicator connected to the network.

* Operating Instructions
Open the manual in PDF format.

¢ Printer Driver Install
Install the printer driver.

¢ Print Server Setup
Install setup tools (quick setup, advanced setup) and general client software (FS-Print).

* Utility
Install the software (FS-Print, FS-Monitor).



Setup Software

CPrint Server Setup)

Select [Print Server Setup] in the menu, the following screen appears. Select the desired setup. 1

Printer Driver Setup Utility

Print Server Setup

vy)
o
==
o
=
o
c
(1
o®

m

Use to connect the product to the network for the This installs or execute "AdminManager’ utility to
first time. This configures the IP address and the setup or manage the details of print server settings.
printer driver in the wizard format.

* Quick Setup (recommended for the initial installation)
The wizard helps you for initial installation. You can also install FS-Print after the initial

installation.

* Advanced Setup
You can run or install [AdminManager] which is used for advanced setup and

controlling this device.



Setup Software

Select to install software separately. The screen below appears by selecting [Software
Installation] in the menu.

REFERENCE

The CD-ROM that came with this product is common Setup CD of the Digital Duplicator option
This section describes essential software only in this product.

& Printer Driver Setup Utility

Utility

The print data file in the Digital
Duplicator format can be use the product connected to Duplicator connected to the
converted to .bmp format. the network. network.

Create a printer port required to Shows the status of the Digital

* FS-Print Install
Install FS-Print (print client software).

The supplied FS-Print is required to print directly from Windows via TCP/IP. LPR (for
Digital Duplicators) is included.

* FS-Monitor Install
Install the pop-up status monitor "FS-Monitor".

The FS-Monitor shows the printer status in real time on the PC screen. It resides on the
desktop.



Connecting Procedure l

Items to ready
« Ethernet hub
* Network Cable

1

4 N
IMPORTANT
» The device requires the Ethernet hub and the network cable (category 5 or above), which

support 100BASE-TX.
» The device requires the Ethernet hub and the network cable (category 5e or above),

which support 1000BASE-T.
- J
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CConnecting the Cable)

o Turn OFF the Digital Duplicator.

9 Connect the cable to the port (10BASE-T/100BASE-TX) on the Digital Duplicator.
9 Connect the other end to the Ethernet hub (HUB).

@ After turn ON the Digtal Duplicator, then check if it starts properly.



Resetting to Default l

0 Turn on the Printer Unit (NIC) Type D1 while holding down the reset button.
9 Keep holding down the reset button. initialization to factory default will start.

9 When initialization has been completed, the LINK LED flashes in green.
Release the reset button.



Printer Driver Installation

2

This chapter describes how to install the printer driver to computers.

uole|jelsu| JaAuq Jejuld




Printer Driver Installation l

~

/
IMPORTANT
 Delete the printer driver for the Digital Duplicator if installed.(“Software Uninstallation” —

see p.85)
« Administrator rights are required to sign in for installation, deleting and setting change of

the printer driver.
* If operating system allows multiple users on one computer, make sure that no other user

but you is signed in.
%

N

REFERENCE
« If you install the printer driver using this procedure, bidirectional support with the Digital

Duplicator printers is unavailable.

Check the printer folder.

The printer driver is already @

installed.

Delete the printer driver.

v \f

Install the printer driver.




Printer Driver Installation

IMPORTANT

* The following steps use Windows 10 screenshots. If you are using another Windows

operatin system, the screenshots vary.

Click [Printer Driver Install] in the main menul].
(“Setup Software” — see p.3)

User account control message may appear while
installation is in progress. Simply click [Yes] to
proceed with the installation.

The installer starts.
Click [Next].

@) Printer Driver Setup Utility

Printer Driver Setup

Operating Instructions >

The operating instruction of this printer driver
is included in the PDF format. To view a PDF
file, 2 PDF viewer need to be installed.

Printer Driver Install

Instal the printer driver for Digital Duplicator.

Print Server Setup >

Set up the required settngs to use the Digial

Duplicator cannected to the network.

Utility

Instal the utiity for Digital Duplicator.

G User Account Control

) Do you want to allow this app to make changes to your

BER

Duple DUPRINTER Printer Driver Installer

‘fj Program name:
h . Verified publisher: Duplo Seiko Corporation
File origin: CD/DVD drive

v) Show details

Change when these notifications appear

No

& Printer Driver Installer

Welcome to the Printer Driver

This program will install the Printer Driver on your computer.

setup program.

Do not turn on the Digital Duplicator until installation is

complete.

Itis strongly recommended that you exit all currently running

programs before continuing.

To continue, dick Next,

Language

< Back

Version

English

Cancel

2
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Printer Driver Installation

Read the SOFTWARE LICENSE AGREEMENT.

Select [l agree] and click [Next].

Select the language to be used, and click the [Next]

button.

Select [LAN Cabile].
Click [Next].

Select your printer.
Click [Next].

[ Printer Driver Installer

Software License Agreement
Please read the following license agreement carefully,

SOFTWARE LICENSE AGREEMENT ~

---YOU, THE END USER, SHALL USE THIS SOFTWARE("THE SOFTWARE") ACCORDING
TO THE TERMS OF THIS AGREEMENT.

BY LOADING THE SOFTWARE INTO ANY COMPUTER, YOU ARE AGREEING TO BE BOUND
BY THESE TERMS. IF YOU DO NOT ACCEPT THE TERMS OF THIS AGREEMENT, YOU MAY
NOT LOAD THIS SOFTWARE INTO ANY COMPUTER.

Grant of License

The Software is licensed for use by you for the equipment packaged with the Software

or designated by its supplier ("the equipment?). You are permitted to use the Software

on any computer which permits electronic access to the equipment. You are not v

= =

[ Printer Driver Installer

Language
Select the language of the printer driver to install.

O English (B Paper)

(O Engish (Ching) English (Korea)
OFrench O German
Otalian (O Japanese
ORussian (O spanish

= =

[ Printer Driver Installer

Connection
Select a connection to the Digital Duplicator.

(O usB Cable

Connect the computer and the Digital Duplicator with an USE cable.
Do not turn on the Digital Duplicator until the installation is complate.

@LAN Cable!
Connect the computer and the Digital Duplicator on a network with a LAN cable,

(O Print to File

Creates a data file in the format for Digital Duplicators. By saving the file in the USB fiash
drive etc. and connecting it to a Digital Duplicator, the file can be printed on the Digital
Duplicator.

= =

[ Printer Driver Installer

Model
Select a model of the Digital Duplicator to add.

= =




@

Select the port to be connected to the Digital
Duplicator. The port for this product will be created
later.

For now, select [LPT1:(Local Port)] and click [Next].

REFERENCE

If you are using this product and reinstall the
printer driver for upgrade, the setup of this
product and creating network port have been
completed. In this case, select the same port that
you are using.

Confirm the settings, and then click the [Install]
button.

If warning messages appear while installation is
in progress, simply click [Install] on the screen to
proceed with the installation.

Installation is complete.
Click [Finish].

Printer Driver Installation

|&0 Printer Driver Installer

Printer Port
Select a printer port.

USBO0D1 (Virtual printer port for USE)
SHRFAX: (Fax Monitor Port)

COM1: (Local Port)

COM2: (Local Port)

COM3: (Local Port)

COM4: (Local Port)

FILE: F ocal Port]

LPT1: (Local Porl

LPT2: (Local Port)

LPT3: (Local Port)
PORTPROMPT: (Local Port)
NUL: (Local Port)

< Back| -_Nle > Cancel

|&0 Printer Driver Installer

Ready to Install
Setup is ready to begin the installation.

If you want to confirm or change the installation settings, dlick Back.
To exit the program, dick Cancel.

Connection
LAN Cable

Printer Name
DD 5450

Printer Part
LPT1: (Local Port)

<§a:k| | Cancel

(=] Windows Security

Would you like to install this device software?

Name: Ricoh Printers
qE Publisher: Duplo Seike Corporaticn

B4 Always trust software from "Duplo Seiko Dop't Install

Corporation”.

@ You should only install driver software from publishers you trust. How can | decide which
device software is safe o install?

[ Printer Driver Installer

Finish
All processing has been completed.

The program has successfully installed the printer driver.
Click Finish to exit the program.

Cancel

2
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Basic Setup

This chapter describes the procedures for setting up using FS-Print and for
printing process.

3
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Configuring a Printer Driver




Basic Setup Steps l

Follow the procedure below to print with TCP/IP.

REFERENCE

* Install the printer driver into your computer prior to setting up the device.
» Administrator rights are required to sign in to the computer.

* If operating system allows multiple users on one computer, make sure that no other user
but you is signed in.

Already connected to the
network.

Use Quick Setup to
assign the IP address.

v \é

Install FS-Print.

W

Set the printer port.

At initial instal.




Easv Setup Usina Quick Sef

You can easily setup the IP address of this product using Quick Setup. Select [Quick Setup] at the
initial installation. If you have already completed the IP address setting, go on to the next step.
If you need advanced setup, use AdminManager. (“Setting Functions” — p.63)

The following steps use Windows 10 screenshots, as an example.

Click [Print Server Setup] from the Main Menu (“Setup  [gmezmesree
Software” — p.3) and click [Quick Setup]. Print Server Setup

Thi
e

3

ve)
Q
o
(¢}
8 User account control message may appear while ® User Account Control x 0
installation is in progress. Slmply click [YeS] to = Do you want to allow this app to make changes to your g
proceed with the installation. e
@ Program name:  FSSetup.exe
=/ Verified publisher: Duplo Seiko Corporation
File origin: CD/DVD drive
~) Show details No
| C— )
Change when these notifications appear
9 A promotion screen to add the application to the Quick Setup
exceptions list of Windows firewall appears. Click When using i sppcton, it nesds b il 1 the exceptions s
[Yes] to reglster on the eXCeptIOn IISt- [n)fnt;:ljmv:;:?:f:g:\:ﬁ:zappli:atianlnrheex:eplionslisr?
Yes Ne

Welcome to the Quick Setup

@ Click [Next].

With Quick Setup all necessary seftings for this product are made

Back Tiexd > Cancel




Easy Setup Using Quick Setup

Read the SOFTWARE LICENSE AGREEMENT.
Click [Yes].

Select the print server.
Select the device and click [Next].

REFERENCE

If the device is not in the search result overview,
click [Search]. The device can also be selected
by entering Ethernet address directly.

0 Check the [Assign IP Address] button and set IP
address for the environment that you are using.
Click [Next].

REFERENCE

 If DHCP server is available in the environment
that you are using, IP address can be assigned
automatically. However, if the IP address is
changed, you need to set the printer port again.

Quick Setup

User License Agreement
Piease read the agresment below.

88

To read the entire agreement, use the [Page Down] key.

'SOFTWARE LICENSE AGREEMENT ~

YU, THE END USER, SHALL USE THIS SOFTWARE(THE SOFTWARE") ACCORDING TO
THE TERMS OF THIS AGREEMENT.

BY LOADING THE SOFTWARE INTO ANY COMPUTER, YOU ARE AGREEING TO BE BOUND BY
THESE TERMS, IF YOU DO NOT ACCEPT THE TERMS OF THIS AGREEMENT, YOU MAY NOT
LOAD THIS SOFTWARE INTO ANY COMPUTER

Do you accept all terms of this agreement?
In order to use this Quick Setup it is necessary that you accept this agreement

e

Quick Setup

X

Print Server Search i
Type Ethemet address or select from st —

S

Ethernet address can be found at the back of the product.

Ethernet Address: [oo ] :[s0 ]:fsz|:[sa ]:[es ]:[rc

Search [esuk overview:

w:wsz.qss;rc 0000 FS-100U2 ]

Quick Setup X

Setting TCPIP ¥
Setting TCPAP will proceed, =

S

(@) Assign P Address.

Please assign an IP address for this product.

192 . 188 . 0 . 221

¥ you select [Get PP Address Automatically), the DHCP server assigns an IP address to this.
product. If a DHCP server is not avalable, please manuall assign an IP address.

™ = I s

IMPORTANT

Be sure to check with the network administrator in advance for the IP address for the

environment that you are using.

Check the configuration parameter.
Click [Execute].

Quick Setup

Confirm Configuration Parameters
The values entered are 85 folows:

7

tem Value

e
DHCP Disable
IPAddress. 192.168.0.221

Ciick [Execute] and the Seftings willbe sent.

| | s




Easy Setup Using Quick Setup

The setup is complete.
Select [Yes] and then click [Finish].

REFERENCE

Install FS-Print in succession. This allows direct
printing from Windows.

Quick Setup is completed
Please restart this product.

Mext, itis recommended to install the Client Software FS-Print, that is
included in the CD.

Do you want to install FS-Print?

Otio

3
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You can use the supplied FS-Print to print directly via TCP/IP using the device.
The FS-Print is a print client sofoware LPR (for Digital Duplicators) is included. After installing, Add
Printer Port Wizard starts. The following steps use Windows 10 screenshots.

REFERENCE

* LPR (Line Printer Remote)
A widely used protocol that enables printing with the printer on the Local area network (LAN).

1

Check installation method.

(A) Installing after Quick Setup
Click [Yes] and then [Finish].

(B) Installing FS-Print only
Set the supplied CD-ROM. On the main menu,
select [Utility] and select
[FS-Print Install].

FS-Print Install Wizard starts.
Click [Next].

REFERENCE

» When [User Account Control] appears under,
click [Yes]. When entering password, enter
Administrator's password and click [Yes].

Quick Setup is completed

Please restart this product.

Next, it is recommended to install the Client Software FS-Print, that is
included in the CD.

Do you want to install FS-Print?

& Printer Driver Setup Utility

Utility

FS-Print Install X

Welcome to the FS-Print Install

This wizard heips you to install FS-Print an your PC.

Before installation, please close other Windows programs, To install,
cick [Next)




Read the SOFTWARE LICENSE AGREEMENT.
Click [Yes].

Specify the folder to install the program.
Click [Next].

REFERENCE

* Click [Reference] to select the folder to install.

Enter the group name shown in the start menu.
Click [Next].

Start the installation.
Click [Start].

A promotion screen to add the application to the
exceptions list of Windows firewall appears. Click
[Yes] to register on the exception list.

Installing FS-Print

FS5-Print Install

User License agreement
Please read the agreement beiow.

In order to read the ente kcansa agreement, use the [Page Down] key.

[SOFTWARE LICENSE AGREEMENT ~

——YDU, THE END USER, SHALL USE THIS SOFTWARE(THE SOFTWARE") ACCORDING TO
‘THE TERMS OF THIS AGREEMENT.

BY LOADING THE SOFTWARE INTO ANY COMPUTER, YOU ARE AGREEING TO BE BOUND BY
THESE TERMS. IF YOU DO NOT ACCEFT THE TERMS OF THIS AGREEMENT, YOU MAY NOT
LOAD THIS SOFTWARE INTO ANY COMPUTER.

Do you accept all the terms of the preceding agresment?
I order to use FS-Print it is necessary that you agree to this agreement.

i

FS5-Print Install

Select the folder for copy destination
Select the installation destination folder for the file

If the folder cestination of the instakstion is changed, cick on [Referencs] and select the folder

Folder Destination for installation

C:\Program Fikes\RICOH DDVFS-Print

<Back Hext> Cancel

FS5-Print Install

Available Program Folder
Please select a Program Folder.

FS-Print wil be added i the start menu. Enter a new group name or select from the it

Group Name.
Existing Groups.

Accessibity ~
Accessories

Adminisirative Tools

Maintenance

Startlp

System Tools ¥

<Back Hext> Cancel

FS5-Print Install

Installation starts
Preparation for program installation is complete.

Click on [Start] and begin with instalistion.

If you wan o set the FS-Print to factory defaul, of want to make changes, click on [Back] If you cick
[Cancel the wizard wil be closed.

]
2

Start Cancel

FS-Print Install

When using this application, it needs to be added to the exceptions list
of the Windows firewall.
Do you want to add this application to the exceptions list?

Continue Page....

3
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Installing FS-Print

7]

Install is complete.
Select [Yes] and click [Finish].

Installation of F$-Printis complete
Next, you can configure the FS-Print Port

Do you want to configure FS-Print Port




Addi Printer Por

The following describes how to add a port for FS-Print. The following steps use Windows 10
screenshots.

0 Run [Add FS-Print Port Wizard].

(A) Installing after FS-Print installation
Select [Yes] and click [Finish].

Installation of FS-Print is complete
MNext, you can configure the FS-Print Port.

Do you want to configure FS-Print Port

3

(B) Adding from [Add FS-Print Port].
Click [Start] - [All Apps] - [RICOH DD], and then
click [Add FS-Print Port].

REFERENCE

* In the case of Windows 8/8.1, move to the Apps
view from the Start screen and click the [Add
FS-Print Port] icon.

* In the case of Windows Vista/7, click [Start] - [All
Programs] - [RICOH DD], and then click [Add
FS-Print Port].

dnjag oiseg

Add FS-Print Port Wizard starts. S *
Click [Next].

eck that the print server and the printer are switched ON.
ieck that the print server and the other network devices are
rapery connected 1o the network.

Please click [Next] when ready.

REFERENCE

« If [User account control] appears, click [Yes]. When entering password, enter password
of administrator account and click [Yes].

Continue Page....



Adding a Printer Port

9 Click [Searching Print Server].

Select the device from the print server list.
Click [OK].

Enter the printer port name.
Use the default name when not specifying the name.
Click [Next].

Check the settings.
Click [Finish].

Add F5-Print Port Wizard

Select a Print Server
To which print server do you want to add the port?

Please type the IP address of the print server. Allernatively type the printer name or queue name.

[P Address or Printer Name: ]

Queue Hame: ‘ ®

<Back Next > Cancel

Searching Print Server

Please select the print server for which you want to add a port.
If the print server is on the different network, please click [Configuration] and
register the proper broadcast address. Then click [Search].

X

00:80:92:4A:69:7C FS-100U2

Configuration... Search I I Cancel

Add F5-Print Port Wizard

Select a Print Server
To which print server do you want to add the port?

Please type the [P address of the print server. Altenatively type the printer name or queue name.

[P Address o Printer Name. [192.1880221

Searching Print Server.

Queue Name: ‘ B v |

Add F5-Print Port Wizard
Printer Port Name

Chose a name for the added printer port

You can assign a name for the printer port. Port names that aiready exist (eg. LPT:) can nat be used
If a printer port is not modified, the default printer port name will be used.

l Printer Port Name: [182.168.0.221:1p] ‘l

oo Il s

Add F5-Print Port Wizard

Completing the Add FS-Print Port Wizard
FS-Print Port will be selected.

Printer Port Name: 192.168.0.2214p
Printing Destination Address: 192.168.0.221

Queue Name: p

Please cick [Finish] in order to register

.gu:kl l Cancel




Select the printer from the list.
Click [Next].

End the port setting.
Click [Finish].

Adding a Printer Port

Add FS-Print Port Wizard

Printer Selection

Select the printer that you will use.

Please select the added FS-Print Port from the following list.

[ Register as defaut printer

¥ oD 5450

2 Microsoft Print to POF
5 Microsoft XPS Docume.

PORTPROMPT:
PORTPROMPT

o I e

Add FS-Print Port Wizard

Finish FS-Print Port Setup

FS-Print Port Setup is completed. Now, the printer can be used in &
network enviranment

(Cick [Finish] and the wizard closes.

3
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The following describes how to configure the printer driver.

/

IMPORTANT

» The following error message may appear if the printer driver was installed without using
the supplied CD-ROM. Select [Cancel] to follow the instruction below.

N

~

FS-Print Error Message x
i Aqlet:rﬂr ::zr.:r:f at rls]-p(int whi\efssnr;itivgt.lﬂi:k [Retry] and printing
wil € restarted from beginning of print job.
Retry ; Cancel
J
0 Click [Start] and click [Devices and Printers].
Select and right-click the Digital Duplicator, and pl—— ==
click Rodudoics Aodapinin Sttty Pk popates Raoadecs °
[Printer properties] from the menu.

5@ DD 5450 Properties X

9 Click the [Ports] tab.

General Shanm:sd Color Management Securty Preferences

S om0

Print to the following port(s). Documents will print to the first free
checked port.

[] com1:  Serial Port
[] coOM2:  Serial Port
[] com3:  Serial Port
[] coM4:  Serial Port
[ FILE: Print to File

Port Description Printer A

[ Enable bidirectional support
[JEnable printer pooling

Cancel | [ ool

[] PORTP... Local Port Microsoft XPS Document Write...
192.16... FS-Print LPR Port DD 5450 v
Add Port... Delete Port Configure Port...




Configuring a Printer Driver

Set the bidirectional support. 5 DD 5450 Propertes X
Untick [Enable bidirectional support]. Genersl Shang Pots  Advanced | Color Mansgement | Securty  Prferences

Sp oo

Print to the following port(s). Documents will print to the first free
checked port.

Port Descripticn Printer
[J COM1:  Serial Port

[J com2  Serial Port

[J COM3:  Serial Port

[J com&  Serial Port

[J FILE: Print to File

[] PORTP... Local Port Microsoft XPS Document Write...
192.16... FS-Print LPR Port DD 5450 v
Add Port... Delete Port Configure Port...

[J COM1:  Serial Port
[J com2  Serial Port
[J COM3:  Serial Port
[J com&  Serial Port
[J FILE: Print to File

The setting is complete. 5 DD 5450 Propertes X
C“Ck [OK] General Sharing Pots  Advanced Color Management Securty Preferences
Sp oo (vs]
Q
' o,
Print to the following port(s). Documents will print to the first free O
checked port.
? 7
Port Descripticn Printer - 2
[=
©

[] PORTP... Local Port Microsoft XPS Document Write...
192.16... FS-Print LPR Port DD 5450 v
Add Port... Delete Port Configure Port...

[JEnable bidirectional support
[JEnable printer pooling




MEMO




Cenanter 4
g (Chapter 4 )
FS-Monitor

This chapter describes the installation and use of popup status monitor, "FS-Monitor".

A
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FS-Monitor

This monitor shows you the printer status on the screen. It resides on the desktop to present the
printer status in real time.

£3 FS-Monitor X

Display Tools Help
Printer Name
DD 5450 - 192.168.0.221

Ready




IMPORTANT

* The following steps use Windows 10 screenshots. If you are using another Windows
operating system, the screenshots vary.

Click [Utility] from the Main Menu (“Setup Software”  [gruexeesesne _ x
—p.3). Printer Driver Setup

Operating Instructions > Printer Driver Install

The operating instruction of this printer dnve Instal the printer driver for Digital Duplicator.
is induded in the POF format. To view 2 Pl
file, a PDF viewer need to be installed.

Print Server Setup >

et up the requred settings to use the Digial Instal the utiity for Digal Duplicator.
Duplicator connected to the nel

9 Click [FS-Monitor]. e

Utility

2 Diral Create. prntarputreqived to

Shows the status of the Digtal
Dupbcator connected to the
network.

uuuuu

n
i
<
o
=
=
o
=

9 If [User account control] appears, click [Yes]. When & User Account Control X
entering password, enter password of administrator > Do you want to allow this app to make changes to your

account and click [Yes]. all
g Program name:  Setupfd.exe
=/ Verified publisher: Duplo Seiko Corporation
File origin: CD/DVD drive

) Show details [ Yes | No
"
Change when these notifications appear

FS-Monitor Install Wizard will start. Dl %
CIICk [NeXt] Welcome to the FS-Monitor Install

This wizard helps you to install FS-Montor on your PC.

Before installation, please close other Windows programs. To install,
click [Nex].

= )}




Installation

Read the Software License Agreement.
Click [Yes].

Select the folder for installation.
Click [Next].

REFERENCE

FS-Monitor Install

User License agreement
Please read the agreement below.

I order 1o read the entire kcense agreement, use the [Fage Down) key.

[EOFTWARE LICENSE AGREEMENT ~

——YOU, THE END USER, SHALL USE THIS SOFTWARE[THE SOFTWARE") ACCORDING TO
THE TERMS OF THIS AGREEMENT.

BY LOADING THE SOFTWARE INTO ANY COMPUTER, YOU ARE AGREENG TO BE BOUND BY
THESE TERMS. IF YOU DO NOT ACCEPT THE TERMS OF THIS AGREEMENT, YOU MAY NOT
LOAD THIS SOFTWARE INTO ANY COMPUTER.

Do you accept all the terms of the preceding agresment?
In order to use FS-Monior & is necessary that you agree 1o this agresment

FS-Monitor Install

Select the folder for copy destination
Select the installation destination folder for the file.

If the folder destination of the instalation is changed, click on [Reference] and select the fokder.

Folder Destination for installation

C:\Program Fikes\RICOH DDVFS-Monitor

Reference...

* You can select the folder for installation by clicking [Reference].

Enter a group name to display in the start menu.
Click [Next].

@ Click [Start] to begin installation.

FS-Monitor Install

Available Program Folder
Piease select a Program Folder.

FS Monitor wil be added i the start menu. Enter a new group name: or select from the list.

Group Name
[RICOH DO

Existing Groups

Accessiity ~
Accessories

Administrative Tools

Maintenance

RICOH DD

Startup e

FS-Monitor Install

Installation starts
Preparation for program installation is complste.

Click on [Start] and begin with instalation.

If you want to set the FS-ManZor to factory defaull, or want to make changes, cick on [Back]. If you
ciick [Cancel] the wizard wil be closed.

<Back Start cancel




A prompting screen to register Printer Unit (NIC)
Type D1 in the exceptions list of Windows Firewall
appears. Click [Yes] and register Printer Unit (NIC)
Type D1 in the exceptions list.

Installation is complete.
Click [Finish].

Installation

F5-Moenitor Setup

When using this application, it needs to be added to the exceptions list

of the Windows firewall.
Do you want to add this application to the exceptions list?

F5-Monitor Install

Installation of FS-Monitor is complete

Installed FS-Monitor in your PC.

< Back Fiish cancel

A
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eWindows 10

Click [start] - [All Apps] - [RICOH DD (or the group name

you select)] - [FS-Monitor] to activate FS-Monitor.

eWindows 8/Windows 8.1

Move to the Apps view from the Start screen and click
the [FS-Monitor] icon to activate FS-Monitor.

eWindows Vista/Windows 7
Click [start] - [All Programs] - [FS-Monitor (or the group

name you select)] - [FS-Monitor] to activate FS-Monitor.

Q Default Programs

[ Desktop Gadget Gallery
(& Intemet Explorer
@] Windows DVD Maker
=) Windows Fax and Scan
 Windows Media Center
|3 Windows Media Player
& Windows Update

< XPS Viewer

| Accessories

. Games

I Maintenance

\. RICOHDD

e a

|- ~

Computer
Documents
Pictures

Music

Games

Computer

Control Panel
Devices and Printers
Default Programs

Help and Support




This section describes the setting procedures when running FS-Monitor for the first time, and

changing the printer which is monitored by the FS-Monitor.

0 Click [Tools] and click [Options].

Select the printer to be monitored by using the
[Status Monitoring] tab, and click [OK].

9 The selected printer name appears.

3 FS-Monitor X
Displaygmis =
Print Options...

Select the printer to be monitored its
status.

Options
Status Monitoring [isplay

Select the printer to be registered
Click [Configuration] when registering the server beyond router, register

broadcast address, then click [Search].

== e Fancsnetune

DD 5450

Configuration... Search

Status Refresh Timing

3000 12 msec. (Max. 15000 Min. 500)

canes | [ o

43 FS-Monitor
Display Tools Help

l DD 5450 - 192.168.0.221 I

Ready

A
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Function of FS-Monitor l

CPrinter Information)

The printer status is displayed.

2% FS-Monitor X

Display Tools Help
Printer Name
DD 5450 - 192.168.0.221

Ready

CStatus Message)

The status of the connected printer is displayed.

Status Message
Ready Ready.

Master Making Master Making.
Printing Printing.

Offline Offline

The power of Digital Duplicator is not ON. Turn on the power of
Digital Duplicator.

Communication Error Cannot communicate. Check the connection of cables etc.

Power Off

Cover Open A Cover is open. Close the cover.

No Ink There is no ink. Replace the old ink pack with a new one.
No Master There is no master. Replace the master roll with a new one.
Used Master Full Change master ejection core.

No Paper There is no paper. Load the printing paper.

Paper Jam Paper jam. Remove the jammed paper.

Error An error has occurred. Check the Digital Duplicator.

REFERENCE

» The displayed status may vary depending on the printer model.
* It may take time to display the status.



Function of FS-Monitor

(Printer Name)

The name and IP address of the connected printer are displayed.

(Menu Structure)

Menu ltem Description
Always keeps the window in the foreground. The
Always display in front window may be hidden behind depending on settings of

other programs.
Minimizes the window.To restore to its original size,

Display
Minimize click the FS-Monitor icon in the notification area of the
taskbar.
Exit Exits FS-Monitor.
Tools Options Displays the options dialog. 4
Help About Shows the version information.

-n
i
=
o
>
=
o
=

REFERENCE

* The FS-Monitor icon will be put in the notification
area on the taskbar when minimized.
* Click the icon to open the FS-Monitor window.

10:57 AM
) E 1/27/2016




Sotions.Dial

It is possible to modify settings for FS-Monitor. Click [Options] to display the [Options] screen.

(Status Monitoring)

Opticns X
Status Monitering ' Display
Select the printer to be registered.

Click [Configuration] when registering the server beyond router, register
broadcast address, then click [Search].

Printer Name IP Address Ethernet Address
192.168.0.221 00:80:92:4A:69:7C

Configuration... Search

Status Refresh Timing

3000 % msec. (Max. 15000 Min. 500)
carcel | | 55

* Printer list
Displays the list of printers connected to the network. Select one for status monitoring.

* Status refresh timing
Sets the interval for refreshing the printer status.



CDispIay)

Options
Status Monitoring Display

Popup Configuration

Ayailable Events

@ Master Making
[@} Printing

==
{5} offline =
{Z Power Off
&3 Communication Error
[} Cover Open

[Jalways display in front

[] start without Window

Selected Events

=i No Ink

{E3} No Master

{8 Used Master Ful
&7 No Paper

(i Paper Jam

{3 Error

[Jicon after recovering from popup condition

Cancel Apply

¢ Available Events

List of events available with "FS-Monitor".

e Selected Events

List of selected events to be displayed in. If a printer event corresponds to one of them, "FS-

Monitor" appears.

.

Adds items of "Available Events" to "Selected Events".

.

Restores items of "Selected Events" to "Available Events".

* Icon after recovering from popup configuration
Automatically minimizes "FS-Monitor" icon on the taskbar after printer event.

* Always display in front

Always keeps the window in the foreground. The window may be hidden behind depending

on settings of other programs.

e Start without Window
Starts "FS-Monitor" in minimum size.

Options dialog

A

10}lUON-S 4



MEMO




Other Print Settings

There are various print settings in Printer Unit (NIC) Type D1.
This chapter describes the procedures of print settings other than basic settings.

5
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Various Print Settings .......................................................................................... 42
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Printing WIth IPP POt e 53
Pnnt'ng With NetBIOS over TCP/IP sxvorerrerim s 56
NetBIOS over TCP/IP v 58
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Various Print Settings l

There are various print settings in Printer Unit (NIC) Type D1. Please select appropriate print settings
for your use.

Print method Reference page
Printing with FS-Print P.20
Printing with LPR port P.43
Printing with Standard TCP/IP P.48
Printing with IPP port P.53
Printing with NetBIOS over TCP/IP P.56




Printing with OS print client (LPR port) instead of using FS-Print

/
IMPORTANT

+ To install the printer driver, you must sign in as a user with administrator rights.

* If multiple users are allowed on one computer at the same time, please be sure that
only one user is signed in.
of administrator account and click [Yes].

operating system, the screenshots vary.

N

« If [User account control] appears, click [Yes]. When entering password, enter password

* The following steps use Windows 10 screenshots. If you are using another Windows

/

eAdd the LPR Port

0 Open [Control Panel].

* Windows 8/Windows 8.1/Windows 10
Move the mouse cursor to the lower-left corner of
the screen and right-click the start button.
Click [Control Panel] on the menu.

* Windows Vista/Windows 7
Click the [Start] button on the task bar and click
[Control Panel] on the menu.

Continue Page....

5
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Printing with LPR Port

3/

Click [Programs] and [Turn Windows features on or

off].

[Windows Features] appears.

* Windows 7/Windows 8/Windows 8.1/Windows 10
Select [Print and Document Services] - [LPR Port
Monitor] and click [OK].

Click [Close].

* Windows Vista
Select [Printing Services] - [LPR Port Monitor]
and click [OK].

@ Progeams - B X
£ < 4 @ Comolpamd » Progams » <[] | Search Contral Pane »
Control Panel Home 5
Sytem wnd Secury ol ed upcoes
S

Network and Internet

Hardware and Sound

|5l Windows Features - a X

Turn Windows features on or off

To turn a feature on, select its check box. Te turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

@ [ | Microsoft Message Queue (MSMQ) Server ~
& | Microsoft Print to PDF
O | MultiPoint Connector
= [®] | Print and Document Services
Internet Printing Client

LPR Port Monitor|

Windows Fax and Scan
[l | RAS Connection Manager Administration Kit (CMAK)

| | Remote Differential Compression APl Support
v

[C10| RIP Listener
X
{8l Windows Features.
Windows completed the requested changes
Windouws Features (E=H ESE 5
Turn Windows features on or off @

To turn a feature on, select its check box. To turn a feature off, clear its
check box. A filled box means that only part of the feature is turned on.

»

[F] ). ActiveX Installer Service
| Games

[] ). Indexing Service L
[] ). Intemet Information Services 3
[H] | Microsoft .NET Framework 3.0
= |:| | Microsoft Message Queue (MSMQ) Server
= W}, Print Services

| Internet Printing Client

b
el
I ) PR Port Momtor

K Removable Storage Managemen

pression

0K Cancel




Printing with LPR Port

e Add the Printer

Click [Start] and click [Control Panel], then click [Hardware and Sound] and [Advanced

0 printer setup] or [Add a Printer].

Add a local printer.
* Windows 8/Windows 8.1/Windows 10 e - *
Click [The printer that | want isn’t listed]. o

Choose a device or printer to add to this PC

Searching for devices

Next Cancel
Select [Add a local printer or network printer with %
. . 0 Add Printer
manual settings] and click [next].
Find a printer by other options
() My printer is a little older. Help me find it.
() Select a shared printer by name
Eample: \\computemame\printemzme or )
() Add a printer using a TCP/IP address or hostname
I@;Aadu i r with manual settings I
Cancel ! .’
* Windows Vista/Windows 7 -
. . Lt - A Prier
Click [Add a local printer]. . : o
‘What bype of printer do you want 1o install? [y
=
» -:-.:/J a local printer i .. i 2
L;.:I. ogtion onh v‘..l?, Aen't hires LG pOivies, (WATWlioows BB coly irstalls UISE pinoess -U
o
=2
# Add a retwork, wireless or Blustoath primter ~*
Il:lll'\“;-n:l‘l:::'r:d'.::.lr:r'ﬂwlll in conneched bz tha ntrecrk, or thet your 8 entocth o sk m
)
=
=}
Q
(7]
Select a printer port. X

€ dsh Add Printer

Check [Create a new port] and select [LPR Port].
CIiCk [Next]_ Choose a printer port

A printer port is 2 type of connection that allows your computer to exchange information with 2 printer,

) Use an existing port: LPT1: (Printer Port)

(®) Create a new port:

Typeof port: LPR Port v

Gancel

Continue Page....




Printing with LPR Port

Add a LPR compatible printer.
Enter IP address and ‘ip’, and click [OK].

Select a printer driver.
Click [Next].

REFERENCE

 Click [Have Disk] to install using the printer
driver disk supplied with the printer.

» For the installation, refer to the printer driver
manual supplied with the printer.

6 Check the printer driver.
Select [Use the driver that is currently installed

(recommended)] or [Replace the current driver], and
click [Next].

REFERENCE

* If you installed a new driver separately, select
[Replace the current driver].

0 Register a printer name.
If you are not using a specific printer name, use the

default one. Click [Next].

If another printer has been installed previously, you
can select whether to set this printer to the default
printer.

@ If you are going to print a test page, click [Print a
test page].
Click [Finish].

Add LPR compatible printer X

IName or address of server providing lpd: [192.188.0.221 OK

IName of prnter or print queue on that server; I

€ i Add Printer

Install the printer driver

< Choose your printer from the list. Click Windows Update to see more models.
=

To install the driver from an installation €D, click Have Disk.

Manufacturer A || Printers

NEC 5

NRG JRICOH Class Driver

oKl

RICOH

3 This driver has an Authenticode(tm) signature. Windows Update Have Disk...

4 @ Add Printer

Which version of the driver do you want to use?

Windows detected that a driver is already installed for this printer.

®Use the driver that is currently installed (recommendec

O Replace the current driver

4 @ Add Printer

Type a printer name

Printer name: [0 5450]

This printer will be installed with the DD 5450 driver.

= Add Printer

You've successfully added DD 5450

To check if your printer is werking properly, or to see troubleshooting infarmation for the printer, print a




Printing with LPR Port

@ If the printing is successful, the setting is complete.

5
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Printing with OS print client (Standard TCP/IP) instead of using FS-Print

/

IMPORTANT

+ To install the printer driver, you must sign in as a user with administrator rights.

* If multiple users are allowed on one computer at the same time, please be sure that
only one user is signed in.

« If [User account control] appears, click [OK]. When entering password, enter password
of administrator account and click [OK].

» The following steps use Windows 10 screenshots. If you are using another Windows

operating system, the screenshots vary.

/

0 Open [Control Panel].

* Windows 8/Windows 8.1/Windows 10
Move the mouse cursor to the lower-left corner of
the screen and right-click the start button.
Click [Control Panel] on the menu.

* Windows Vista/Windows 7
Click the [Start] button on the task bar and click
Control Panel] on the menu.




Printing with Standard TCP/IP

9 Click [Hardware and Sound] and [Advanced printer setup] or [Add a Printer].

Add a local printer.
* Windows 8/Windows 8.1/Windows 10
Click [The printer that | want isn’t listed].

Select [Add a local printer or network printer with
manual settings] and click [next].

* Windows Vista/Windows 7
Click [Add a local printer].

Choose a printer port.

Check [Create a new port] and choose [Standard
TCP/IP Port].

Click [Next].

B* Add a device

Choose a device or printer to add to this PC

Searching for devices

Mext Cancel

= Add Printer

Find a printer by other options

O My printer is 2 ittle older. Help me find it

() Select a shared printer by name

EBample: V\computername\printemame or
e f.print

(O Add a printer using a TCP/IP address or hostname

L) B A Prwier

‘What bype of printer do you want to install?
E— —

# Add alocal printer
s this ogtian only @ oo don 't have § LG priter, (Wirdoews auamatcally instals USB pintss
buan yiza phag them in)

& Add 8 metwork, wireless or Blustoath printer
Wakon ware that y=ur com putaris conreched bz Hanatreh, or that your B leoih o sk
peinker B burned on

€ dsh Add Printer

Choose a printer port

A printer port is 2 type cf connection that allows your computer to exchange information with 2 printer,

Use an existing port: LPT1: (Printer Port

(®) Create a new port:

Type of port: Standard TCP/IP Port v

Continue Page....

5
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Printing with Standard TCP/IP

6 Add a printer port.
Select [TCP/IP Device] for the device type. Enter
the IP address assigned to the device for the
Hostname or IP address. Use the default (xxx.xxx.

XXX.XXX) when not using a specific name.
Click [Next].

@ Specify the device type.
Check [Custom] and click [Settings].

Enter the port information.

(A)Using in the Raw mode.
Check [Raw] for the protocol, enter '9100' for the
port number, and then click [OK].

4 @ Add Printer

Type a printer hostname or IP address

Device type: TCP/IP Device
Hostname or IP address: 192.168.0.221
Port name: 192.168.0221

£ Query the printer and automatically select the driver to use

€ i Add Printer
Additional port information required

The detected device is of unknown type. Be sure that:
1. The device is properly configured.
2. The address on the previous page is correct.

Either correct the address and perform another search on the network by retuming to the previous
wizard page of select the device type if you are sure the address s correct.

Device Type

~ ooy Genesic Network Card
@® Custom Settings...

Configure Standard TCP/IP Pert Monitor X

Port Settings

Port Name: [ 192.168.0.221

Printer Name or IP Address: ‘ 192.168.0.221

~Protocel

Raw Settings
Port Number: |9100
T INgs

[T LPR Byte Counting Enabled

1T SNMP Status Enabled

Comrmunity Narme: |pubn<

SHMP Device Inde |1

Cancel




@ Click [Next]. -

Printing with Standard TCP/IP

(B)US|ng in the LPR mode Configure Standard TCP/IP Port Monitor x
Check [LPR] for the protocol, enter 'ip' for the Part Setings
queue, check the [LPR Byte Counting Enabled], Port Name: [ezT680221
and then CliCk [OK] Printer Name or IP Addrese: |192_1sg‘u‘221

Protocol
o

Raw Settings

Port flumbe | 9100
LPR Settings

Queue Name: Ilp

[V LPR Byte Counting Enabled

[~ SNMP Status Enabled

Ipubl\c

I 1

Cancel

Additional port information required

The detected device is of unknown type. Be sure that:
1. The device is properly configured.
2. The address on the previous page is correct.

Either correct the address and perform another search on the network by retuming to the previous
wizard page or select the device type if you are sure the address is correct.

Device Type

Oftandard | Generic Nebwork Card

@ Custom Settings...

Cancel

5

Select a printer driver. B

€ f=h Add Printer

Install the printer driver ‘=.'
«@m  Choose your printer from the list. Click Windows Update to see more models. (1]
== -

Toinstall the driver from an installation CO, click Have Disk. e

=

Manufacturer ~ | | Printers -

OKI e

IRICOH Class Driver g’

[

-

v =
J This driver has an Authenticode(tm) signature. Windows Update Have Disk... Cg

i ] conce

REFERENCE

* Click [Have Disk] to install using the printer driver disk supplied with the printer.
* For the installation, refer to the printer driver manual supplied with the printer.

Continue Page....



Printing with Standard TCP/IP

12

Check the printer driver.

Select [Use the driver that is currently installed
(recommended)] or [Replace the current driver], and
click [Next].

REFERENCE

« If you installed a new driver separately, select
[Replace the current driver].

Register a printer name.
If you are not using a specific printer name, use the
default one. Click [Next].

If you are going to print a test page, click [Print a
test page].
Click [Finish].

If another printer has been installed previously, you

can select whether to set this printer to the default
printer.

If the printing is successful, the setting is complete.

4 @ Add Printer

Which version of the driver do you want to use?

Windows detected that a driver is already installed for this printer.

(@ {Use the driver that is currently installed

O Replace the current driver

€ i Add Printer

Type a printer name

[ Printer name:

This printer will be installed with the DD 5450 driver.

= Add Printer

You've successfully added DD 5450

To check if your printer is werking properly, or to see troubleshooting infarmation for the printer, print a

Print a test page




This section describes the printing procedures of using IPP port.

/

+ To install the printer driver, you must sign in as a user with administrator rights.

* If multiple users are allowed on one computer at the same time, please be sure that
only one user is signed in.

* The following steps use Windows 10 screenshots. If you are using another Windows
operating system, the screenshots vary.

N

o Open [Control Panel].

* Windows 8/Windows 8.1/Windows 10
Move the mouse cursor to the lower-left corner of
the screen and right-click the start button.
Click [Control Panel] on the menu.

* Windows Vista/Windows 7
Click the [Start] button on the task bar and click
Control Panel] on the menu.

8 Click [Hardware and Sound] and [Advanced printer setup] or [Add a Printer].

5

Continue Page....
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Printing with IPP Port

Add a local printer.
* Windows 8/Windows 8.1/Windows 10
Click [The printer that | want isn’t listed].

* Windows Vista/Windows 7
Click [Start] and click [Control Panel], then click
[Hardware and Sound] and the [Add a Printer]
icon.
Click [Add a network, wireless or Bluetooth
printer].

Click [The printer that | want isn’t listed].

Enter the address of the device.

Select [Select a shared printer by name], and enter
the URL or the IP address of the device.

Click [Next].

REFERENCE

Example: When URL is ‘abc.co.jp’
http://abc.co.jp/ipp/lp or http://abc.co.jp/ipp

Example: When IP address is “192.168.0.221’
http://192.168.0.221/ipp/lp or
http://192.168.0.221/ipp

B® Add 5 device

Choose a device or printer to add to this PC
Searching for devices

) e R Pt
‘What type: of printer do yau want 1o install?

# Add a local printer

Use this option onky B you don't have # US8 printer, (Wendows aubomatically instals USH pinters

e yoea phag tham in

& Add 8 retwork, wirgless or Blustooth printer

peint Ebarmed an

sk marn that e crmpoterin conrectisd £ the sk, oo that your Bhisteath o ke

G A Pintsy

ke printers were faund.

Provtes Mame Ackiress

= Add Printer

Find a printer by other options

(@) Select a shared printer by name

‘ hittp:/192.168.0.221/ipp/lp

Exemple: \\computemame\printemame or
hitp://computermame/printers/printername. printer




6 Select a printer driver.
Click [OK].

REFERENCE

* Click [Have Disk] to install using the printer
driver disk supplied with the printer.

» For the installation, refer to the printer driver
manual supplied with the printer.

@ Click [Next].

0 If you are going to print a test page, click [Print a
test page].
Click [Finish].

If another printer has been installed previously, you

can select whether to set this printer to the default
printer.

0 If the printing is successful, the setting is complete.

Printing with IPP Port

Add Printer Wizard [4 X

Select the manufacturer and model of your printer. if your printer came with
<= aninstallation disk, click Have Disk. i your printer is not listed, consult your
printer documentation for a compatible printer.

Printers

5 This driver has an Authenticode{m) sigr Wh = Update Have Disk
™ Tel me why driver signing is important =

= Add Printer

You've successfully added unknown on http://192.168.0.221

Erinter name: unknown on http://192.168.0.22

This printer has been installed with the DD 5450 driver.

= Add Printer

You've successfully added unknown on http://192.168.0.221

To check if your printer is working properly, or to see troubleshooting information for the printer, print a

5
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Printing with NetBIOS over TCP/IP l

Follow the procedure below to print with NetBIOS over TCP/IP.

IMPORTANT

 To install the printer driver, you must sign in as a user with administrator rights.
* If multiple users are allowed on one computer at the same time, please be sure that
only one user is signed in.

REFERENCE

» Refer to "Chapter 6 Setting Functions" for detailed settings of NetBEUI or NetBIOS
over TCP/IP. (“Setting Functions” — see p.63)

IMPORTANT

* The following steps use Windows 10 screenshots. If you are using another Windows
operating system, the screenshots vary.

0 * Windows 8/Windows 8.1/Windows 10
Click [File Explorer] icon on the Desktop.

File Explorer

* Windows Vista/Windows 7
Click the [Start] button on the task bar and click
[Computer] on the menu.




Printing with NetBIOS over TCP/IP

Click [Network], then Double-click the computer E. o S
icon (the device). Y <T] [Snnaon »

# Quick access ~ Computer (2)

B Desktop -

" Downloads + DESKTOP-8QUIGFS

-7: :::::"“ h F5-100U2-4AE87C

D Music | =

B videos

@ OneDrive

omegroup

9 Double-click the [prn1] Printer icon. E.W* S

« v 4 B N L ES 100 ansare Search FS-100UZ-4AB97C »
# Quick.
ick aceess - o
I Deskiop g
P

& Downloads

7 Documents report
b

& Pictures .

D Music setup

B Videos -

. OneDrive

9 This PC

% Local Disk (C)
o Network

*4 Homegroup

The message below appears. Connect to Printer X
Click [OK].

5

| No driver found

Windows can't find a driver on the network, To locate
one manually, click OK. Otherwise click Cancel and
consult your network administrator or the printer
manufacturer's website

Add Printer Wizard starts. Follow the guide to set it up. Printer is successfully added when
the printer test page is printed.

REFERENCE

* Click [Have Disk] to install a printer driver using the disk supplied with the printer.
* For the installation, refer to the printer driver manual supplied with the printer.
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NetBIOS over TCP/IP l

CWorkgroup Structure of NetBIOS over TCPIIP)

About the workgroup structure of NetBIOS over TCP/IP.

(Example) Ethernet address of the device: 00:80:92:4A:69:7C

& < | Network - [m} X
Network  View
v Search I

« ~ 4 ¥ > Network >

# Quick access ~ Computer (2)

[ Desktop *

‘_ Downloads + ) Q; DESKTOP-8QUIGFS
|5 Documents *

[&! Pictures g Il FS-100U2-4A697C 1
D Music =

& videos

@& OneDrive
[ This PC

‘s Local Disk (C3)
¥ Network

of Hemegroup

1. Computer Name[\\FS-100U2-4A697C]

A computer name of a print server can be changed arbitrarily.
(“Setting Functions” — see p.63)



NetBIOS over TCP/IP

o | = | FS-100U2-4A697C - a X
Home Share View @

« v 4 [ Network » FS-100U2-3A697C > v|®| | Search FS-100U2-44697C p
s Quick access

[ Desktop
‘ Downloads

g; prnl 1
- report 2

|=] Documents

L T S 8

=] Pictures

b Music setup
b 3

[ videos

‘@& OneDrive

[ This PC

‘s Local Disk (C:)
¥ Network

*& Homegroup

]

Jitems

1. Printer icon [\FS-100U2-4A697C\prn1]
2. Report Folder [\WFS-100U2-4A697C\report]

3 .Setting Folder [\\FS-100U2-4A697C\setup]

5
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NetBIOS over TCP/IP

21 M < | report = [m] X
Home Share View . )
&« v A L)« FS-100U2-4A697C » report v O Search report r
# Quick access L ConfigReport
Text Document 1
[ Deskiop * | 3.01KB
‘ Downloads * [==L, HardReport
=] Documents e Text Document
_L . 254 bytes 2
&= Pictures *
: [=L Status
& music | Text Document 3
B Videos ] 590 bytes
7@ OneDrive
8 This PC

aa Local Disk (C)
¥ Network

*§ Homegroup

3items

L]

1. Setting report (Read only) \WFS-100U2-4A697 C\report\ConfigReport.txt]
Outputs the internal information of when the device is started.

2. Diagnostic report (Read only) [\\FS-100U2-4A697 C\report\HardReport.txt]

3. System status report (Read only) WFS-100U2-4A697 C\report\Status.txt]
Outputs the status of when the device is stated.



NetBIOS over TCP/IP

1M = | setup - o X
Home Share View o

&« v 4 Ll » Network » FS-100U2-4A897C > setup v & | Searchsetup P
# Quick access Ly Config
Configuration settings 1
M Desktop # ! 90 bytes
& Downloads + I WebSetup
) Documents + ‘e Internet Shortcut 2
& 47 bytes
=] Pictures »
b Music
[ videos
‘@& OneDrive
[ This PC
‘s Local Disk (C:)
¥ Network
*& Homegroup
2 items =

1. Initial setting file (Read/Write) [\FS-100U2-4A697 C\setup\Config.ini]

Enter [Workgroup name] and [IP address] in the initializing file. Use an editor, such as
Notepad, and overwrite the file to set it up. After 3 seconds from overwriting, the device
performs automatic reset and reboot. Modify the workgroup name and IP address by
editing and overwriting the initializing file.
(Example)

Workgroup=UserGroup

IP Address=192.168.0.221
Specify the group name that exists in the entire network. If the IP address is assigned
automatically by the DHCP/BOOTP or the RARP server, the setting is disabled, even if it
is set to [IP Address]

5

2. Shortcut file (Read only) WFS-100U2-4A697C9\setup\WebSetup]
A shortcut (Web Setup) is created when an IP address is assigned to the device.
Double-click the shortcut icon. The Web browser will start up to show the Web page of
the device.

REFERENCE

* Refer to "Chapter 6 Setting Functions" for more about the Web browser.
(“Setting Functions” — see p.63)
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Setting Functions

This chapter describes the advanced setup using AdminManager and Web browser.
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IP Address ConfigUration ««««+«««sssssssssestsissinisiiiii i 66
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Usina AdminM

[AdminManager] allows advanced and setting change. Remote reboot and Printer status monitor
are accessible functions.

4 N

» TCP/IP or IPX/SPX protocols should be installed in advance.

* The following steps use Windows 10 screenshots. If you are using another Windows
operating system, the screenshots vary.

» Some functions are not available under some operating systems.

\_ /

CStarting AdminManager)

Click [Print Server Setup] in the main menu](“Setup  greeesee
Software” — see p.3) and click [Advanced Print Server Setup
Setup].

This instal
setup o

User account control message may appear while ® User Account Control x
installation is in progress. Slmply click [YeS] to = Do you want to allow this app to make changes to your
proceed with the installation. s

g Program name:  Setup64.exe
=Y Verified publisher: Duplo Seiko Corporation
File origin: CD/DVD drive
<) Show details No

"
Change when these notifications appear

The install confirmation screen appears.

Select [Without installing, direct activation via CD-
ROM is possible].

Click [Next].

REFERENCE

* |t is recommended to select [Installing
AdminManager in your PC] if you frequently use
it.

Welcome to the AdminManager Install

Select the AdminManager method.

(@ Mithout nstaling, direct activation via CO-RO s possivie
this helps no HD space requirement on the PC)

O Instaling Adminldanager in your PC
(itis recommended if you frequently use 1)

-~ )




Read SOFTWARE LICENSE AGREEMENT.
Click [Yes].

A prompting screen to register Printer Unit (NIC)
Type D1 in the exceptions list of Windows Firewall
appears. Click [Yes] and register Printer Unit (NIC)
Type D1 in the exceptions list.

AdminManager starts.

Using AdminManager

Advanced Setup x
Softweare License Agreement )
Piease read the agrasment below. -

o

In order to read the entre kcansa agreement, use the [Page Down] key.

[SOFTWARE LICENSE AGREEMENT ~

——YDU, THE END USER, SHALL USE THIS SOFTWARE(THE SOFTWARE"} ACCORDING TO
‘THE TERMS OF THIS AGREEMENT.

BY LOADING THE SOFTWARE INTO ANY COMPUTER, YOU ARE AGREEING TO BE BOUND BY
THESE TERMS. IF YOU DO NOT ACCEFT THE TERMS OF THIS AGREEMENT, YOU MAY NOT
LOAD THIS SOFTWARE INTO ANY COMPUTER.

Do you accept all the terms of the precading agresment?
In order to use the AdminManager it is necessary that you agree to this agresment

Advanced Setup

When using this application, it needs to be added to the exceptions list
of the Windows firewall.
Do you want to add this application to the exceptions list?

Yes No

& AdminManager - X
File Status Configuration Option Help

x| e
:K % »{ !J = u
Model Name EthemnetAddress IP Address Printer Name
Fs-10002 00:80:92:42069:7¢c 192.168.0.221 DD 5450
< >

1 print servers were found
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Using AdminManager

(Searching the Device with AdminManager )

Confirm that AdminManager recognizes the device prior to the setup. If the device is not recognized,
review the attaching procedure. (“Connecting Procedure” — see p.7)
If it is not still displayed, reset the device to factory default.(“Resetting to Default” — see p.8)

CIP Address Configuration)

Setting IP address manually.:

* Prior to the setting, check the Ethernet address, which is printed on the back of this device.

(Example: 00:80:92:4A:69:7C)

o Select [Configuration] - [Set IP Address] from
AdminManager menu and start the IP Address
setup tool.

9 Enter the Ethernet address and IP address.
Click [OK].

9 Reset the device to activate the IP address.
Click [Yes].

& AdminManager

File Status | Configuration | Option Help

ﬁ % Print Server Configuration.
Configuration via Web browser

1 print servers were fous

ind. EiAl 00:80.:92:42:697¢]

IP[192.168.0.221)

IP Address

IP Address Configuration

X

EthemetAddress ‘| 00 | 20 | 92 | 4a | 69 | 7c |I

| 192 || 168 H 0 H 221 |

Cancel

Message

Setting the IP address was successful.
The print server will be reset. OK?

Yes

IMPORTANT

» AdminManager [Restart] may not function depending on the printer. In this case,

restart the printer.




AdminManager Functions

CAdminManager Menu)

<

1 print servers were found.

B AdminManager - X
File Status Configuration Option Help
|_i" b V] p o froee,,
Y | g4
Model Name EthernetAddress IP Address Printer Name
FS-100U2 00:80:92:4a:69:7¢c 192.168.0.221 DD 5450

Menu Item Description
File Segrch Segrches .this device on the network.
Exit Exits AdminManager.
System Status Shows the system status monitor.
Status . . . .
Configuration Summary Shows the configuration summary.
Print Server Configuration Various settings
Configuration Configuration via Web browser |Starts the Web page.
Restart Restarts this device.
Set IP address IP Address manual setting
Option Environment Setting Sets AdminManager configuration.
Help About Shows version.
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AdminManager Functions

System status

The system status is displayed in real time.
You can save the system status to the log file and use it as a reference. The update time can
be set from [Option] - [Environment setting] in the menu.

B8 System Status - ] X
File Option Help

2 W& X

FS-100U2 Version 1.0.0 ~ Environment setting X
TCP/P status
IP address : 192.168.0.221 Status display update interval

Subnet Mask : 255.255.255.0
Gateway addr: 0.0.0.0
DNS server(Pri.): 0.0.0.0
ONS semer(Gec) 0000
mDNS status
mDMNS Service Name: FS-100U2-4A697C
NetBIOS status Cancel
NetBIOS over TCP: Registration ...
NetBEUI : Registration completed
Computer Name :FS-100U2-4A697C
Workgroup Name : WORKGROUP
Master Browser
[NetBIOS over TCP]:
[NetBEUI] - FS-100U2-4A697C
SMTP status:Disabled

(250-5000 msec.)

FS-100U2 [ E/A:00:80:92:4a:69:7c ]

Configuration Summary

The set values are displayed. You can print the list.

AdminManager X

B
Root Password : ********
LAN Interface : AUTO
[TCPAP]
Use TCP/P Protocol : ENABLE
Use DHCP/BOOTP : DISABLE
Use RARP : DISABLE
IP Address : 192.168.0.221
Subnet Mask: 0.0.0.0
Default Gateway : 0.0.0.0
<DNS Server Setup=
Primary Server: 0.0.0.0
Secondary Server: 0.0.0.0
<WINS Server Setup=
Primary Server: 0.0.0.0
Secondary Server: 0.0.0.0
Scope D :
<Access control> v
< >

Save File




Setting with AdminManager l

CPrint Server Setup)

Change the settings or the advanced settings from [Configuration] - [Print Server Configuration].

Select the device and select [Configuration] - [Print e - X
Server Configuration] from the menu. ry BT |

Model Name Restart \ddress Printer Name

Set IP address 168.0.221 DD 5450

1 print servers were found. E/Al00:80:92.42:697c]  IP[192.168.0.221]

REFERENCE

* If the password is required, the Password Input Password Input
screen appears. Input Password: |uu-\
» The information cannot be changed if you check [ Guest User (only raference)
the [Guest User] (only reference) check box. oK e

9 The [Configuration of Print Server] screen appears. Select the tab for setting.

REFERENCE

» Use the scroll button to show tabs if not displayed.
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Setting with AdminManager

General

the network type of the hub.

Coenfiguration of print server X
{General: TCPIP NetBEUUNetBIOS SNMP SMTP
Root Password
Change Root Password...
LAN Interface AUTO
Factory Default ' Setup Cancel
Item Details Default
Sets the password in ASCII strings (within 7 characters).
Root Password This is used as Authentication password for AdminManager None
and Web.
Change Root
Password Changes the password. -
Sets the physical network type. Use in AUTO normally. If
LAN Interface LINK lamp on the hub does not light, change the setting to AUTO




Setting with AdminManager

TCP/IP
Configuration of print server X Advanced Setup X
General TCPIP NetBEUUNetBIOS SNMP SMTP DNS
[MUse mDNS
[JUse DHCP/BOOTP [JUse RARP mDNS Name
P Address [[1e2 | [ 168 |[ o ][z [Fs-100U2-44697C
Subnet Mask | 0 H 0 || 0 H 0
Default Gateway | 0 H 0 || 0 H 0 — | = e
Access Control... WINS Server.. \ DNS Server Setup x
Factory Default \ Cancel \ e "TT“:TT:
\ 0K ] Cancel |
IP Address range P EI \L L N IL 5 g
1o J[ o J[ o J[ o - ][ [0 [ o] SecondarySerier (o [ J[e ][]
2o J[ o J[ o J[ o J-[o ][ ][ = J[>] scopeld | |
3o J[ o J[ o J[ o J-[o][o ][ ][>]
e[ o [ o [ o J[o]-[o [ [0 ][] ok ] [ Cancei
Item Details Default
Use TCP/IP Enables TCP/IP protocol. ENABLE
Protocol
Enables DHCP/BOOTP protocol. Toggle between DHCP
Use DHCP/BOOTP and BOOTP automatically and obtains an IP address. SNaEHS
Use RARP Enables RARP protocol. ENABLE
IP Address Sets the IP address in the form “xxx.xxx.xxx.xxx“ (decimal). 0.0.0.0
Sets the Subnet Mask in the form “xXxx.xxx.xxx.xxx"
Subnet Mask (decimal). "0.0.0.0" is canceled, and the Subnet Mask 0.0.0.0
complying with the IP address is automatically used.
Sets the Default Gateway in the form “xXxx.xxx.xxx.xxx“
Default Gateway (decimal). "0.0.0.0" is canceled. 0.0.0.0
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Setting with AdminManager

Item Details Default
g Sets DNS server (primary) address. Not required if you
O | Primary Server | enter POP/SMTP server name (IP address). Enter in the 0.0.0.0
§ form “xxx.xxx.xxx.xxx“ (decimal).
< Sets DNS server (secondary) address. Not required if you
o | Secondary .
o) set POP/SMTP server name (IP address). Enter in the form 0.0.0.0
= | Server . . .
S XXX.XXX.XXX.XXX" (decimal).
Sets WINS server (primary) address. WINS server assigns
: a host name to IP address. This allows TCP/IP printing with

= Primary Server a host name. Enter the address in the form “xxx.xxx.xxx. 0.00.0
Z " H
& xxx" (decimal).
& Sets WINS server (secondary) address. WINS server
5 Secondary assigns the host name to IP address. This allows TCP/IP 0.0.0.0
® Server printing with a host name. Enter the address in the form o
=3 “XXX XXX XXX XXX (decimal).
©

Scope ID Deflnes the computer group, which recognizes the None

registered host name.

> Sets IP filter operation.
§ Set IP filter ALLOW: Allows the data from the specified IP address. DENY
@ DENY: Denies the data from the specified IP addresses.
O
% IP Address Sets the range up to 4 groups. When not specified, set the 0.0.0.0
S | range range "0.0.0.0" to "0.0.0.0". S
> | mDNS Enables Multicast DNS. ENABLE
o
<
g Sets appropriate mDNS server name. FS-100x-
3 . Make sure that there is no overlaps in other devices. XXXXXX
o | mDNS Service
o (Ethernet
o | Name i
c address:
© last 6 digits)




Setting with AdminManager

NetBEUI/NetBIOS

Configuration of print server X
General TCP/P | NetBEUINetBIOS | SNMP  SMTP
Use NetBEUI Protocol
Use NetBIOS over TCP
Computer Name |FS-1 00U2-4A697C |
Work Group ’WORKGROUP |
Comment |Print Server FS-100U2 |
Activate Master Browser Function
Factory Default Setup Cancel
Item Details Default
Use NetBEUI
Enables NetBEUI. ENABLE
protocol
Use NetBIOS over
Enables NetBIOS over TCP/IP protocol. ENABLE

TCP/IP protocol

Computer Name

Sets the computer name.

FS-100X-XXXXXX

(Ethernet address:

last 6 digits)
Work Group Sets the_work group. New names are not recognized if WORKGROUP
not existing on the network.
Sets the comment of the device, which is displayed in Print Server
Comment . vice, WHICh IS dISpIayeadn 1y xxx (Device
Windows explorer.
name)
. Enables the function that opens the Web page of this
Activate Master product via Web browser. ENABLE

Browser Function

(“Setting via Web Browser” — see p.77)
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Setting with AdminManager

SNMP
Configuration of print server X
General TCPIP NetBEUINetBIOS | SNWMP | syTp
Authentic community sesses
Trap Community Ipub"c
Trap Destination Address | 0 ‘ | 0 I \ 0 l \ 0 I
MIB-Il Parameters
SysContact I
SysName I
SysLocation ’
[[]Enable Authen Trap
Factory Default Setup Cancel
Item Details Default
Authentic Sets Authentic community name. This is used when ublic
community accepting the SNMP Set Request. P
Trap Community Sets Trap community. Used when Trap is sent. public
Trap Destination Sets Trap Destination Address. Enter the address in doted 0.0.0.0
Address decimal notation “xxx.xxx.xxx.xxx ". "0.0.0.0" disables Trap. o
SysContact Sets SysContact. Administrator's address is used normally. None
= Sets SysName. Host name or domain name is used
o | SysName None
3 normally.
S . Sets SysLocation. The location of the device is used
o | SysLocation None
3 normally.
[0
g Enable Enables EnableAuthenTrap. SNMP Trap is sent to IP
address set as "Trap Destination Address" when the ENABLE
Authen Trap o
community violation occurs.




Setting with AdminManager

SMTP

Configuration of print server X Transmission Condition 1 b4

General TCPAP NetBEUVNetBIOS SNMP 8 Available Conditions Selecied Conditions

[JUse SMTP Protocol

=

SMTP Server Name | }

From Address | ‘

ToAddress 1 | ‘ ChecklInterval 10 i
Transmission Condition 1... o
OK Cancel
To Address 2 | } /
Transmission Condition 2... 7
SMTP Detail Setup X
Advanced Setup... \ SMTP Port Number E
\ Signature
Factory Default Cancel r
Print Server FS-100U2
[00:80:92:4A:69:7C]
OK | . Cancel
Item Details Default

Enables SMTP Protocol. If set to disable, E-mail

Use SMTP Protocol L DISABLE
transmission is canceled.
SMTP Server Sets domain name or IP address as host name. DNS
. . . ) . None
Name server setup is required if domain name is used.

Sets the sender address. Network Administrator's mail
From Address . None
address is used normally.

To Address(1-2) Sets the recipient address. None

= »

L % Off line Send a mail when the printer enters off line. OFF Q
o =

3|8 g

@ | = | Paper : . Q

g- 0O Send a mail when the printer runs out of paper. OFF iy

S | 9 | Empty S

0| & a

o | = o

a % Power Off | Send a mail when the printer is turned off. OFF %

g‘.

> o . .

= | Check interval Chec.ks th_e event Iog at the specified intervals (by minute). 10

N The list will be sent if more than 1 event occurs.




SMTP Port

Number

Sets the port number. Use default (25).

dnjes sjieleq d1NS

Signature

Sets the text, which is attached to the end of
the messages.




Setting via Web Browser l

You can use Web browser for advanced setting and setting change. Remote restart and Printer
status monitor are accessible functions.

IMPORTANT

* You should enable TCP/IP protocol and set the IP address in advance.
» Display may vary depending on the browser.

REFERENCE

* Click [Japanese >>] or [English >>] to select the language.

COpening the Web Page)

There are 2 methods to open the Web page for setup.

Opening the Web page from AdminManager

Select the device from the list. Click [Configuration] and click [Configuration via Web browser].

F& AdminManager - X

File Status Configuration Option Help

‘ L = Configuration via Web browser

Model Namé U ddress Printer Name

FS-100U2 Set IP address 168.0.221 DD 5450
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< >
1 print servers were found. EJ/A[ 00:80:92:43:69:7c] IP[ 192.168.0.221 ]




Setting via Web Browser

Opening the Web page from Web browser

Enter the IP address in Web browser.
Example: When IP address is 192.168.0.221
http://192.168.0.221/

3 Print Server X 4+ — O
&< > 0O | 192.168.0.221 | = Z O
PRINTER STATUS( DD 5450) [Reload]
FS-10002 =
Version 1
Ready
SYSTEM STATUS( DD 5450 ) [Reload]

TICP/IP status

Gateway addr: 0.0.0.0

DNS server (Pri.) 0.0.0.0

DNS server(Sec.) : 0.0.0.0
mDNS status

IP address : 192.168.0.221
Subnet Mask : 255.255.255.0

mDNS Service Name: FS5-100U02-4A697C

NetBEUL/NetBIOS status

NetBIOS status

NetBIOS over TICP: Registration completed




Setting via Web Browser

CSetting from the Web Page)

Click the desired item to open the setup screen. Enter values.

B Print Server x [

a
O 1921680221 T =¥ & -

PRINTER STATUS( DD 5450 ) load|

X

— mter status 1 rint Server x [+ - o x
ady
< O 192.168.0.221 T = Z & -
[General] [TCP/IP] [NetBEUI/NetBIOS] [SNMP]
FS10002 TCP/IP Config [ help |
Name Value Comment
TCP/IP Protocol [ENABLE ] Select one
DHCP/BOOTP [DiSABLE Select one
RARP [DiSABLE ] Select one
IP Address [1921680221 | [P address
SYSTEM STATUS(DD 5450) RSl Subuet Mask [2552552550 | IP address
|TCP/IP status. Defauh Gateway [0.000 | IP address
ki DNS Config
Name Value Comment
Primary Server [0000 | IP address
Secondary Server [0000 | IP address
WINS Config
Name Value Comment
Primary Server [0000 | IP address
Secondary Server [o000 | IP address
Scope ID [ | 223 tettersfmax )
MulicastDNS Config
Name Value Comment
mDNS [ENABLE ] Select one
mDNS Service Name  [FS-100U2-4A697C | 63 lenters[max ]
IP filter Config
Name Value Comment
IP Filter Mode [BERY - Select ane
Filter #0 Start Address  [00.00 IP address
Filter #0 End Address  [0000 | [Paddress
Filter #1 Start Address  [0.00.0 | 1P address
Filter #1 End Address  [0.0.0.0 | IP address
Filter £2 Start Address  [0.00.0 | 1P address
Filter #2 End Address  [0000 | P address
Filter #3 Start Address  [00.00 | 1P address
Filter #3 End Address 00,00 | 1P address
Submit |[ Reset |
Setting from the Web page
T
Item Description

Display Status

Printer Status

Shows printer status.

System Status

Shows system status.

Sever Configuration

Print Server

Various settings

E-Mail (send)

Sets E-Mail (send).

Restart Print Sever

Restarts this device.

Factory Defaults

Restores the factory defaults.
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Web Browser Setup Items l

General
Item
Details Default
Web browser
Change root Sets the password in ASCII strings (within 7
Password characters). This is used as Authentication None
password for AdminManager and Web.
LAN Interface Sets the physical network type. Use in AUTO
normally. If LINK lamp on the hub does not light, AUTO
change the setting to the network type of the
connected hub.
TCP/IP
Item .
Details Default
Web browser
TCP/IP Protocol Enables TCP/IP protocol. ENABLE
DHCP/BOOTP Enables DHCP/BOOTP protocol. Toggle between
DHCP and BOOTP automatically and obtains an ENABLE
IP address.
RARP Enables RARP protocol. ENABLE
IP Address Sets the IP address in the form “xXxx.xxx.xxX.xxx"
. 0.0.0.0
(decimal).
Subnet Mask Sets the Subnet Mask in the form “xxx.xxx.xxx.
xxx“ (decimal). "0.0.0.0" is canceled, and the 0.0.0.0
Subnet Mask complying with the IP address is T
automatically used.
Default Sets the Default Gateway in the form “xxx.xxx. 0.0.0.0
Gateway xxx.xxx“ (decimal). "0.0.0.0" is canceled T




Web Browser Setup Items

Item .
Details Default
Web browser
DNS
Primary Server Sets DNS server (primary) address. Not required
if you set POP/SMTP server name (IP address). 0.0.0.0
Enter in the form “xxx.xxx.xxx.xxx“ (decimal).
Secondary Server Sets DNS server (secondary) address. Not
required if you set POP/SMTP server name (IP
: « « 0.0.0.0
address). Enter in the form “xxx.xxx.XXX.XXX
(decimal).
WINS
Primary Server Sets WINS server (primary) address. WINS server
assigns the host name to IP address. This allows 0.0.00
TCP/IP printing with host name. Enter the address R
in the form “xxx.xxx.xxx.xxx“ (decimal).
Secondary Server Sets WINS server (secondary) address. WINS
server assigns the host name to IP address. This 0.0.0.0
allows TCP/IP printing with a host name. Enter the T
address in the form "xxx.xxx.xxx.xxx" (decimal).
Scope ID Defines the computer group, which recognizes the
: None
registered host name.
Multicast DNS
Config
mDNS Enables Multicast DNS. ENABLE
mDNS Service Sets appropriate mDNS server name. FS-100x-XXXXXX
Name Make sure that there is no overlaps in other (Ethernet address:
devices. last 6 digits) 4
IP Filter 5
Q@
Filter Mode Sets IP filter operation. -gn
ALLOW: Allows the data from the specified DENY Q
IP address. DENY: Denies the data from the S
specified IP addresses. “
Filter #0-3Start Sets the range up to 4 groups. When not
Address - End specified, set the range "0.0.0.0" to "0.0.0.0". 0.0.0.0
Address




Web Browser Setup Items

NetBEUI/ NetBIOS

Item :
Details Default
Web browser
NetBEUI Enables NetBEUI. ENABLE
Protocol
NetBIOS over TCP Enables NetBIOS over TCP/IP protocol. ENABLE

Computer Name

Sets the computer name.

FS-100x-XxxxxX
(Ethernet address:

last 6 digits)
Workgroup Sets th.e wolrk group. New names are not WORKGROUP
recognized if not existing on the network.
Comment Sets the comment of the device, which is Print Server XXXXX
displayed in Windows explorer. (Device name)
BrowseMaster Enables the function that open the Web page of

this product via Web browser. (“Setting via Web
Browser” — see p.77)

ENABLE




Web Browser Setup Items

SNMP
Item .
Details Default
Web browser
Authentic Sets Authentic community name. This is used ublic
Community when accepting the SNMP Set Request. P
Trap Community Sets Trap community. Used when Trap is sent. public
Trap Address(IP) Sets Trap Destination Address. Enter the address
in dotted decimal notation "XxX.XXX.XXX.XXX". 0.0.0.0
“0.0.0.0" disables Trap.
SysContact Sets SysContact. Administrator's address is used None
normally.
SysName Sets SysName. Host name or domain name is None
used normally.
SysLocation Sets SysLocation. The location of the device is None
used normally.
EnableAuthenTrap Enables EnableAuthenTrap. SNMP Trap is sent
to IP address set as "Trap Destination Address" 2

when the community violation occurs.
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Web Browser Setup Items

E-Mail transmission (SMTP)

Item )
Details Default
Web browser

SMTP Protocol Enable§ S.MT.P Protocol. If set to disable, E-mail DISABLE
transmission is canceled.

SMTP Server Name | Sets domain name or |IP address as host name.
DNS Server setup is required if domain name is None
used.

SMTP Port Number | Sets the port number. Use default (25). 25

From Address Sets the sender address. Network Administrator's None

mail address is used normally.

Signature Line (1-4)

Sets the text, which is attached to the end of
messages.

FS-100x-XXXXX
[00:80:92:XX:XX:XX]
(Device name and
the last 6 digits of the
Ethernet address.)

Send Address(1-2)

Sets conditions of Send Address (1-2).

To Address (1-2) Sets the recipient address. None
— | Check Interval | Checks the event log at the specified intervals (by

§ (min.) minute). The list will be sent if more than 1 event 10
g occurs.

=.

g. Offline Send a mail when the printer enters off line. OFF
5

g) Paper Empty Send a mail when the printer runs out of paper. OFF
>

% Fault Sends a mail when the printer malfunctions. -
o

2 | Power Off Sends a mail when the printer malfunctions. OFF




Software Uninstallation
This chapter describes the uninstallation procedure for the Printer Driver on
computers.
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The following describes the procedure for uninstalling the printer driver.

(Windows 7/Windows 8/Windows 8.1/Windows 10 )

IMPORTANT

* If you are requested to enter password of administrator account during uninstallation
of the printer driver, enter the password of the user with administrative rights shown.

0 Open [Control Panel].

* Windows 8/Windows 8.1/Windows 10
Move the mouse cursor to the lower-left corner of
the screen and right-click the start button.
Click [Control Panel] on the menu.

* Windows 7
Click the [Start] button on the task bar and click
[Control Panel] on the menu.




Uninstalling the Printer Driver

Click [View devices and printers] under the e e e
[Hardware and Sound] menu.
Select and right-click the Digital Duplicator. : *
Then click [Remove device] from the menu. #-®
a,;-z S as e prisie G
Frinting prefmances Dot Wisi
& Bmovedmace )
The [Remove Device] dialog box appears. Remove Device
Click the [YeS] button. => Areyou sure you want to remove this device?
DD 5450
Mo
1. Removing this device will change your default device.
Click [Print server properties]. ; ’ jj
* When not displayed, click other printer icon. vk A i e °
Devices (4)
! Q
““"“’”“'“ i m”!:’;&"‘lin u‘.';n:;“:%” 7
a'if ==
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Uninstalling the Printer Driver

Click the [Drivers] tab in the [Print Server Properties]
dialog box.
Click the [Change Driver Settings] button.

Select Digital Duplicator and click the [Remove]
button.

@ The [Remove Driver And Package] dialog box
appears.
Select [Remove driver and driver package] and click
the [OK] button.

5 Print Server Properties X

Foms Pots Divers Securty Advanced

i! DESKTOP-8QUIGF9

Installed printer drivers:

Name Processor Type

DD 5450 x64 Type 3 - User Mode
Microsoft enhanced Point... x64 Type 3 - User Mode
Microscft enhanced Point... x86 Type 3 - User Mode
Microsoft Print To PDF x64 Type 4 - User Mode
Microscft XPS Document ... x64 Type 4 - User Mode

OVe... [ Properties
| Gchange Driver Settings |
OK Cancel Apply
5 Print Server Properties X

Foms Pots Divers Securty Advanced

i! DESKTOP-8QUIGF9

Installed printer drivers:

Name Processor Type

DD 5450 x64 Type 3 - User Mode
Microsoft enhanced Point... x64 Type 3 - User Mode
Microscft enhanced Point... x86 Type 3 - User Mode

Microsoft Print To PDF
Microscft XPS Document ...

Type 4 - User Mode

x64
x64 Type 4 - User Mode

oK || Cancel Aoply

Remove Driver And Package

Do you want to remove the driver(s) enly, or remove
the driver(s) and driver package(s) from your system?

(O Remove driver only.

(®):Remove driver and driver package.

Cancel




The [Print Server Properties] dialog box appears.
Click the [Yes] button.

The [Remove Driver Package] dialog box appears.

Click the [Delete] button.

Once the message [Driver package deleted.]
appears, uninstallation of the printer driver is
complete.

Click the [OK] button.

Uninstalling the Printer Driver

Print Server Properties X

|, Deleting this printer driver package will
remove it from the system. Are you sure
you want to delete DD 54507

e ] Mo

Remove Driver Package

Driver package information collected.

The following package(s) will be deleted:
duorclpd.inf (x64)

The following driver(s) will be deleted:
DD 5450 (x64)

coc

Remove Driver Package

Driver package deleted.

Driver DD 5450 was removed.
Package duorclpd.inf was removed.

v
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Uninstalling the Printer Driver

CWindows Vista)

IMPORTANT

* If you are requested to enter password of administrator account during uninstallation of
the printer driver on Windows Vista, enter the password of the user with administrative

rights shown.

Click the [Start] button on the task bar and click
[Control Panel] on the menu.

Click [Printer] under the [Hardware and Sound]
menu.

Select and right-click the Digital Duplicator, and
click [Delete] from the menu.

Ll oo st

;\ Welcome Center

) vince vrctiacernes

) vindors Uit s

[ Vindows e i

@ Windows Phato Gallery

8, Windows v Misenger Downions

Windows DVD Maker
] vindouaesingspace

=]
w [ by [ seoms Al
Systern and Mairterance Uiser Accounts and Famiy
S Eted e Wit Safety
& B eap -
@ Adian va Lt

Appearance and

Harddware and Sourd »
=5 e gty
| itia

(IS » CotrtPmt et s » i

1 ¥ Run s administator
Printing Prelerences...
Pause Pinting
Sharing.
Use Prener Offime

Refresh




Uninstalling the Printer Driver

0 The [Printers] dialog box appears. Printers

C“Ck the [YeS] bUttOﬂ Are you sure you want to delete the printer 'DD 5450'7
* If the Digital Duplicator is set to [The default AT g " '

printer], a message that the default device has ™=
been changed will appear. Confirm the message ——d
and click [Close].

6 Select [File] - [Run as administrator] - [Server e e — =

Properties] from the menu bar.

REFERENCE

* When the menu bar is not displayed, it can
appear temporarily by pressing the Alt key.

The [User Account Control] dialog box appears. "
Click the [Continue] button. @ Windows needs your permission to continue

I you started this action, continue.

57 Change Printing Settings
= Microsoft Windows

V Details Continue Cancel

User Account Control helps stop unauthorized changes to your computer.

0 Click the [Drivers] tab in the [Print Server Property] (220 Print Server Properties
dla|Og bOX | Forms I Ports | Drivers | Advanced

Select Digital Duplicator and click the [Remove] & comrm

button.
Installed printer drivers:
Name Processor Type
DD 5450 x86 Type 3 - User Mode
Microsoft XPS Documen... x86 Type 3 - User Mode
TP Qutput Gateway x86 Type 3 - User Mode
TP Quiput Gateway PS5~ x86 Type 3 - User Mode 7

Add... ][ [ Remove... ] I[ Properties
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Uninstalling the Printer Driver

@ The [Remove Driver And Package] dialog box
appears.
Select [Remove driver and driver package] and click
the [OK] button.

The [Print Server Properties] dialog box appears.
Click the [Yes] button.

The [Remove Driver Package] dialog box appears.
Click the [Delete] button.

m Once the message [Driver package deleted.]
appears, uninstallation of the printer driver is
complete.
Click the [OK] button.

ﬁ;:nme DliuerAndPackage

Do you want to remove the driver(s) only, or
remove the driver(s) and driver package(s) from
your system?

() Remove driver only.

@ Remove driver and driver package.;

Print Server Properties

Deleting this printer driver package will
— remove it from the system. Are you sure
you want to delete DD 54507

i Yes i No
—

Remove Driver Package

Driver package information collected.

The following package(s) will be deleted: -
duorcipd.inf
The following driver(s) will be deleted:

DD 5450

f Delete i [ Cancel
Remove Driver Package
Driver package deleted.
Driver DD 5450 was removed. -

Package duorcipd.inf was removed.

Delete OK.




- Chapter 8

Specifications

This chapter lists the specifications of Printer Unit (NIC) Type D1.

Prlnter Unlt (NIC) Type D1 Hardware SpeC|flcat|0nS ........................................... 94
Prlnter Unlt (NIC) Type D1 Software Specrﬂcatlons ............................................ 95
Pnnter Drlver Requ|rements ................................................................................ 96
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Printer Unit (NIC) Type D1 Hardware Specifications l

* Printer Unit (NIC) Type D1

Operating conditions Temperature : 0°C - +35°C
Humidity : 20% - 80%RH (no condensation)

Storage conditions Temperature : -10°C - +50°C
Humidity : 20% - 90%RH (no condensation)

Network interface 10BASE-T/100BASE-TX/1000BASE-T (auto switching) : 1 port

Dimensions 99 (W) x 67 (H) x 30.2 (D) (mm) (excluding rubber feet)

Printer interface USB 2.0 Hi-Speed (type A): 2 ports

Power source DC5V AC adoptor supplied with Printer Unit (NIC) Type D1 (AC 100
V, 50/60 Hz)

Max. power consumption 25W (DC5V 0.5A), Excluding USB bus power




Printer Unit (NIC) Type D1 Software Specifications l

Compatible protocol * TCP/IP
Raw(9100) Port, LPD, FTP, IPP, HTTP, TELNET, DHCP,

BOOTP, SNMP, SMTP, DNS, DDNS, WINS, TCP, UDP, ARP,
RARP, IP, ICMP, NetBIOS over TCP

Compatible OS Windows Vista (32bit/64bit)
Windows 7(32bit/64bit)
Windows 8(32bit/64bit) *1
Windows 8.1(32bit/64bit) *1

Windows 10(32bit/64bit) *1
*1 Desktop apps only
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Printer Driver Requirements l

Operating System Windows Vista (32bit/64bit)
Windows 7 (32bit/64bit)
Windows 8(32bit/64bit) *1
Windows 8.1(32bit/64bit) *1
Windows 10(32bit/64bit) *1
*1 desktop apps only
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